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Measurement of Carrier Lifetime and 
Linewidth Enhancement Factor for 
1.5-pm Ridge-Waveguide 
Laser Amplifier 
N. Storkfelt, B. Mikkelsen, D. S. Olesen, M. Yamaguchi, and K. E. Stubkjaer 
Abstract-Semiconductor optical amplifiers are used for in- 
vestigation of the effective carrier lifetime and the linewidth 
enhancement factor. Contrary to semiconductor lasers semicon- 
ductor optical amplifiers allow measurement at high levels of 
injected carrier density. The carrier lifetime and the linewidth 
enhancement factor are measured with a simple dynamic self- 
heterodyne method. Carrier lifetimes of 750 ps at the threshold 
current for the SOA without antireflection coating and 200 ps at 
high injection have been found. The linewidth enhancement 
factor is measured to be between 4 and 17 which fits with a 
simple empirical expression. 
INTRODUCTION 
HE EFFECTIVE carrier lifetime T, and the linewidth T enhancement factor CY are two important key parameters 
for semiconductor lasers and semiconductor optical ampli- 
fiers (SOA) as reported in many publications, e.g., [1]-[3]. 
Several measurement techniques have been proposed [4] - [6]. 
Here we present a method for measuring the a factor and the 
carrier lifetime by use of a SOA. The measurements are 
based on a small-signal modulation of the SOA and has the 
advantage of being simple and since it is a dynamic measure- 
ment technique thermal effects are reduced. Furthermore, the 
use of traveling-wave amplifiers allows measurement of the 
two parameters under high carrier injection contrary to mea- 
surements on semiconductor lasers for which the carrier 
density is clamped at low levels. 
a FACTOR 
The measurements of the a factor are based on a small- 
signal modulation of the carrier density of the amplifier 
obtained by niodulation of the bias current. Since the gain 
and the refractive index is dependent on the cari-ier density, a 
modulation of the carrier density will generate amplitude- 
modulation (AM) and frequency-modulation (FM) of a given 
amplified signal. As will be shown below, the ratio between 
the FM and AM indices determines the a-factor. 
From a small-signal analysis, which is based on a travel- 
ing-wave model similar to the one proposed by Adams et al. 
[7] but with a more detailed recombination model [8], the 
modulation amplitude 6N of the carrier density for a given 
amplitude 6 1  of the modulation current is given by [3] 
where e is the electron charge, Y is the volume of the active 
region, U,  is the modulation angular frequency, and T, is 
the effective carrier lifetime which will be accurately defined 
in the following section. 
As mentioned above the carrier density modulation gener- 
ates AM and FM. From the small-signal analysis it can be 
dg 
dN 
shown that the AM-index m is given by: m = ;LF- - 6N 
w dn 
c dN 
and the FM-index p by: p = -Lr- 6N. I' is the 
optical confinement factor, c is the light velocity in vacuum, 
and L is the length of the active region. The a factor is then 
directly calculated from the ratio of the measured indexes 
[61: 
o dnldN 0 - 2 - -  = -- dn / dN - 2 k -  - 
dg I dN c dg/dN rn . (2) 
When the effective carrier lifetime is known it is also possible 
to derive dg/dN and dn/dN from the measured AM- and 
FM-indexes. 
The setup for measuring the CY factor is identical with that 
in Fig. 1 without laser no. 2. An external cavity laser is used 
as a signal source and a part of the signal is amplitude- and 
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Fig. 1. Setup for measuring the linewidth enhancement factor and effective 
carrier lifetime. The lasers are external cavity lasers and the AOM desig- 
nates an acoustooptic modulator. 
% Analyzer ‘ d 2  and U4 ~ Isolator plates 1 _ _ _ _ _ _ _ _ _ _ _ _ _ _ _  - 1  
mined. The major advantages of this measurement technique 
are that the CY factor can be determined from one single 
measurement, that only one signal source has to be controlled 
and that no calibration is needed. 
CARRIER LIFETIME 
From a small-signal analysis, the effective carrier lifetime 
7, can in the most general case be given by 
where 7s is the differential carrier lifetime equal to the 
inverse of the derivative of-the spontaneous recombination 
rate to the carrier density, N is the average carrier density, 
g ( N ,  w )  is the gain as described below in (4), w is the 
angular frequency of the signal, ug is the steady-state group 
velocity, and So,, is the output photon density. It should be 
noted that the differential carrier lifetime is two to three times 
lower than the static carrier lifetime which is used to deter- 
mine the static camer concentration. 
As seen from (l), the effective carrier lifetime indicates 
how fast the carrier density can be modulated. Obviously, 7, 
can be determined by measuring the AM index versus the 
modulation frequency of the injection current. However, the 
parasitic capacitances of the amplifier and the bias circuit has 
to be taken into account. To overcome the influence of this, 
carrier modulation can also be accomplished by beating two 
closely spaced optical input signals [2]. In this case the 
amplitude 6N depends on beat frequency and effective car- 
rier lifetime in the same way as shown in (1) with the 
modulation frequency being replaced by the beat frequency. 
The setup for measuring 7, with optically generated modula- 
tion of the carrier density is in principle identical to that for 
CY factor measurements except that a second signal source is 
necessary. The experimental configuration is shown in Fig. 
1. 
RESULTS 
The amplifier under investigation is a 500 pm long 1.5 pm 
ridge-waveguide angled facet laser amplifier with a cross-sec- 
tion of the active region of 3.3 0.15 pm2. The active region 
is tilted 7” compared to the facet normal and the residual 
reflectivity is 5 lo-’ [9]. It should be emphasized that a 
small reflectivity is essential for precise measurement since a 
residual Fabry -Perot structure in the gain will especially 
influence the AM index. In the following we will normalize 
the bias current to the threshold current I, of a similar 
device with uncoated straight facets (I, = 40 mA). The 
amplifier is biased up till five times I,,, where the unsaturated 
gain is 25 dB and the signal output power is approximately 
f l  dBm. For comparison, the saturation output power is 
+ 7  dBm. 
The measured CY factors are given in Fig. 2 as a function 
of bias current with wavelength as a parameter. At a normal- 
ized bias current of 2.5 and 25 nm below the peak gain 
wavelength (A,, = 1525 nm) an CY factor of approximately 4 
is measured. At high injection current ( I / & ,  = 5 )  and 18 nm 
above the gain peak wavelength ( Ap = 1512 nm) CY factors of 
up to 17 are found. 
The measured dependency of the CY factor with current and 
wavelength is well interpreted by assuming dn / dN constant 
with bias current and using the following expression for the 
gain [8]: 
g ( N , X )  = g N ( N - N O )  - Y A ( A - X , ( N ) ) ’  (4) 
where N is the carrier density found from the rate equation 
normally used for SOA’s, [7], g N  is the gain constant, No 
the carrier density at transparency, and Y,, accounts for the 
wavelength dependency. Ap( N )  is the wavelength at the gain 
peak which is assumed to vary linearly with carrier density. 
As explained by (4) the increase in CY factor with bias current 
is due to the decrease of the peak wavelength ( A p )  with an 
increase in carrier density [5]. It is also seen that the CY factor 
increases with wavelength and above the gain peak wave- 
length the increase is very fast as reported previously [lo], 
[ I l l .  This increase is mainly due to the decrease in d g / d N  
but also due to a small increase in dn / dN. The measured CY 
factors at low bias levels are in accordance with previously 
published results for semiconductor lasers [6], [ 111 and the 
values measured at high carrier injection agree well with 
values presented by Kikuchi [12]. 
The effective carrier lifetime is measured using both elec- 
trical and optical generated modulation of the carriers, and 
the results are shown in Fig. 3 as triangles and circles, 
respectively. The effective carrier lifetime decreases with 
increasing bias current and values as low as 200 ps have been 
measured. It is also noted that there is good agreement 
between the values measured with the two different measure- 
ment methods. The effective carrier lifetime is approximately 
650 ps at a normalized bias current of 1. At an output power 
lower than + 1 dBm the second term in (3) contributes less 
than 5% to the total 7, and the solid curve is therefore 
calculated from the spontaneous recqpbination rate R( N) = 
a,N + b , N 2  + c , N 3  with a, = 2.0 lo8 s - l ,  b,  = 1.5 
m6 s-’ .  The dashed 10-16 m3 s-l 
curve is calculated using the previously published value of 
c1 = 7.5 X m6 s - ’  [13]. At high bias currents the best 
fit is obtained with the large Auger constant while at low bias 
conditions the smaller value of the Auger constant also fits 
the measured data. The predicted value of the Auger recom- 
and c1 = 1.5 
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Norrnalized bias current  
Linewidth enhancement factor versus normalized bias current for 
wavelengths A = 1500 nm (O), 1510 nm (A) and 1530 nm (0). Solid and 
dashed curves are calculated assuming d n / d N  to be constant with bias 
current and dependent on wavelength. dn/dN values of 2.21 x m3, 
2.52 x m3 were used at the three wave- 
Iengths, respectively. d g / d N  is obtained from (4) with g, = 2.9 X lo-’’ 
m2, No = 0.90 x m-3 and yx = 4.6 x 10” 
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Fig. 3. Effective carrier lifetime versus normalized bias current. The 
measured results shown are obtained with current modulation (A)  and with 
optical modulation (0). The solid and the dashed curve represents the 
calculated differential carrier lifetime using our fitted Auger recombination 
constant and previously reported Auger constant. The other recombination 
constants are given in the text. 
bination constant c1 is two to three times higher than the 
usually reported values, e.g., [13], but is lower than the 
3.2 x m6 s - ’  reported in [14]. Naturally our pre- 
dicted recombination coefficients are sensitive to measure- 
ment uncertainties which in our case are estimated to 10%. 
Measurement uncertainties of k 10% can change the Auger 
constant by k0 .4  x lop4’ m6 s - ’  while the other recombi- 
nation parameters would be almost constant. To clarify the 
discrepancies in reported Auger recombination constants fur- 
ther studies will have to be conducted. 
CONCLUSION 
The effective carrier lifetime 7, has been measured as 
function of bias current using two measurement methods. 
The measured 7, is in agreement with a simple model for the 
recombination rate and values between 200 and 750 ps have 
been found. The AM- and FM-indexes have been measured 
with a self-heterodyne technique and used to determine the (Y 
factors. The measured a factors at a normalized bias of 2.5 
and at a wavelength 25 nm below the gain peak are approxi- 
mately 4 and values as high as 17 has been found at a 
normalized bias current of 5 and at a wavelength 18 nm 
above the gain peak. For low injection current, the measured 
(Y factors at the gain peak agree well with previously reported 
values for semiconductor lasers [ 101. In conclusion, charac- 
terization of laser amplifiers is a convenient way to determine 
material parameters. 
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